
Black Forest Imports provided this chart.



Mark Butterworth of Butterworth Clocks Inc. provided these lists.

URGOS CROSS REFERENCE LIST 2001

OLD UW# NEW UW# OLD UW# NEW UW#OLD UW# NEW UW#

32/1          32319         32115   32320            3/19      03X012
32/2          32325         32130   32317            03020   03096
32/3          32342         32145   32333            03021   03101
32/4      451-050/75     32149   32325            03022   03120
32/5          32342         32151   32316            03023    N/A
32/6          32342         32166   32342            03024   03101
32/8*         32326        32198   32316            03025   03096
32/9          32320         32207   32360            03026   03102
32/10        32325        32501   32319             03027   03101
32/11        32363        32535   32322             03028   03X102
32/12        32328        32545   32316             03029   03121
32/13        32328        32546   32334             03030   03083
32/15        32326        32562   32316             03031   03101
32/19        32316        32568   32319             03032   03096
32/20        32322        32570   32316             03033   03101
32/26        32340        32573   32334             03034   03096
32/33        32316        32575   32342             03035   03102
32/35        32317        32576   32342             03036   03102
32/36        32349        32596   32340             03037   03121
32/42        32302        32601   32328             03038   03083
32/43        32302        32610   32333             03039    N/A
32/45        32316        32639   32342             03040   03108
32/49        32334        32645   32333             03041   03X102
32/50        32342        32647   32317             03042   03108
32/57        32342        32663   32317             03042   03108
32/59        32349        32664   32349             03043   03043
32/61        32319        32670   32322             03044   03102
32/62        32316        32681   32340             03045   03082
32/68        32319        32685   32333             03046   03102
32/70        32316        32691   32342             03049   03123
32/71        32340        32692   32316             03051   03082
32/73        32334        32696   32349             03052   03083
32/75        32342        32699   32342             03053   03124
32/76        32302        32700   32359             03054   03101
32/77        32325        32711   32331             03055   03096
32/78        32326        32760   32319             03056   03102
32/86        32340                                            03058   03083
32/96        32340
3/1            03101         03061   03096            32101   32328
3/3            03120         03064   03124            32110   32333
3/5*           03096        03068   03120             32114   32317



OLD UW# NEW UW# OLD UW# NEW UW# (Continued)

3/11           03101         03069      03123
03/12*       03096          03070      03X012
3/13           03101         03071      03108
03/15         03124         03078      03X012
3/18           03102         03082      03082

URGOS CROSS REFERENCE
      LIST 2001
OLD UW# NEW UW# OLD UW# NEW UW# OLD UW# NEW UW#

03086        03096        03088       03124         03089       03083
03098        03123        03106       03123         03109       03214
03110        03108        03114       03083         66002       66020**
66004        66018        66005       66020**      66009       66020
66010        66020        66015       66020         66016       66018
66018        66018        66020       66020         66025       66020
66032        66020        66033       66044         66035       66044
66036        66018        66038       66020

*The shutoff on the old unit was made at the 3,6 and 12 o'clock positions. The new unit has a shutoff at 
the 3 o'clock position only. Attach a brass rod to the shutoff and drop behind the dial into the case to 
change chime selector if necessary. 

**The new unit has a time winding hole about 1/2 inch below the original. It is necessary to modify the 
dial to accommodate this. In addition the new unit has a time winding drum slightly below the level of 
the bottom of the unit requiring that the seatboard be "dished out" that area. 

Note 1: On both the UW32 and UW3 series the / mark is interchangeable with "0". That is the UW32/1 
is the same as the UW32001. 

Note 2: On all Urgos movements a letter follows the UW#. These are all interchangeable. 

The letter "A" indicates dead beat, all other letters B,C,D,E are automatic beat. 

Note 3: If you have a number for which there is no cross reference, we need the following information:
         - UW# 
         - Chain or cable wind 
         - Westminster or triple chime 
         - Handshaft from the plate to tip in mm 
Length of the pendulum from the suspension post to the tip in cm or the bph 



URGOS CROSS REFERENCE FOR UW06 WESTMINSTER AND TRIPLE CHIME 

OLD UW# NEW HERMLE# OLD UW# NEW HERMLE#

UW6/26    1051-020/66        UW6/36    350-020
UW6/37    1050-020             UW6/56    351-020/25
UW6/61    351-020/66          UW6/68    351-020/32
UW6/69    351-020/38          UW6/70    351-020/45
UW6/72    351-020/66          UW6/78    351-020/32
UW6/82    351-020/23          UW6/85    1051-020/45
UW6/87    1051-020/25        UW6/88    1051-020/43
UW6/101  351-020/38

   NOTE: DIAL MUST BE CHANGED OR OUR 4 1/4" DIAL DISK MUST BE USED TO COVER OLD 
WINDING HOLES.

OLD UW# NEW HERMLE#

UW7/29    241-030/66
UW7/53    241-030/45
UW7/71    241-033/85

         NOTE: REQUEST SEATBOARD SCREWS, LEADER AND CHAIN WITH THE UW 7 SERIES 
CONVERSIONS. HANDSHAFT SITS ABOUT 1/8 INCHES HIGHER THAN OLD UNIT AND CHIME 
RODS NEED MOVED FORWARD ABOUT 1/2 INCH. 

Provided by Mike Murray and Mike’s Clock Clinic

1600 Maryland Avenue
Myrtle Point, OR  97458-1508

Phone: 541-559-1090 or 877-286-6762


